
Equipment of circular clarification tank 

THE EQUIPMENT OF CIRCULAR CLARIFICATION 

TANK (scraper Bridge)  

IS CONSTITUTED FROM: 

1. Turned bridge with walkway 

2. Center pivot 

3. Drive assembly 

4. Bottom scraper  

5. Surface skimming   

    (or selectively system of  collection 

     and suction floating) 

6. Inlet well 

7. Dam floating with crucible of reject 

8. Overflow weir and scum baffle 

9. Electric table 

TSAMPOS Ltd  
Plants and construction innovative machines for the sector of waste water 
treatment process for municipal and industrial waste water 



Turned bridge with walkway 

framed from horizontal Π-form beams or selectively 

hollow sections of stainless, flooring from 

galvanized steel grate, staircase and rails from 

stainless steel AISI 304. 

Mainbearings 

The main bearings to the center of the container 

bridge, stainless ball hoop rotation suitable for 

absorbing axial, radial forces and torque components. 

In this central seating of a slip ring contact (wiper) to 

obtain electricity from the power flow. 

Drive assembly  

The drive (heavy type) located on end of the 

bridge, moving on to the regional wall of the tank 

with an electric motor and 2 wheels (one driving 

and one free) with full tires and bearings. 

The gear motor is suitable for continuous 

operation in outdoor installation. 

Bottom Scraper  

The scraper blade of stainless steel, pulled by the arms 

and flows to the bottom with wheels and fully adjustable 

tires. The curve of the blade of the scraper represents 

logarithmic spiral, which removes the distance from the 

wall of the tank to the sludge collection cone. The angle 

of the spiral is so calculated, to ensure optimal scanning 

of the sludge without dead spots in the center of the tank. 

Floating scraper with discharge hopper 

The surface of stainless steel scraper pushes the floating 

to peripheral hopper. 

Floating collection hopper from stainless steel with 

discharge pipe. 

Selective floating collection and suction system with 

depression floating through the rotating ball bearings in 

the central ring. 

Inlet well 

The calm well from stainless plate,  

which ensures even distribution  

of water throughout the tank 

 

Floating dam & weir 

The dam holding floating stainless plate, which prevents 

the escape of particles floating in the weir. 

The perimeter triangular notched V-form stainless sheet 

according DIN 19 558. 

The equipment available in all diameters up D35m tanks in accordance with international standards 

DIN 19552 or alternatively the desired dimensions of our clients. 

Stainless Electric table  

Electrical equipment, with gear motor, 

contact slip, channel and overflows 

cleaning brush (option), 

local emergency button 
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