
Tannery Machine

« Drums »

The machine is certified with CE and is manufactured with an internal diameter of the cylinder * 2m to the 

following types:

* The machine can also be made in other diameters up to 3m

TYPE DESCRIPTION POWER
CHAMBER

ACTIVE VOLUME

Η-800/S

Drums entire wood
Internal width 800mm
with  racks

2,2 kW 2.510 lt

Η-1450/S

Drums entire wood
Internal width 1450mm
with  racks

3,0 kW 4.550 lt

Η-1450/Z

Drums entire wood
Internal width 1450mm
with stakes

3,0 kW 4.550 lt

Μ-800

Drums removal of sawdust 
internal width 800 mm
with cylindrical part of
stainless steel screen

2,2 kW 2.510 lt

Μ-1450

Drums removal of sawdust 
internal width 1450 mm
with cylindrical part of
stainless steel screen

3,0 kW 4.550 lt
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Description and technical characteristics of the machine

The design includes the following:

•Rotary chamber (drum) 2,0 m internal diameter, made of wood thickness 50mm. 

The racks in the internal perimeter of the drum. Types of stakes, they are placed 

perpendicular to the axis of rotation. All material association and assembly of the 

wooden drum is stainless steel AISI 304 L.

•Mechanism of rotation of the drum comprising an axis of rotation, gaskets, 

bearings, drive, pulley and belt.

•2 sliding doors Drum size 500mmx500mm

•Mounting steel st37 double epoxy paint

•Protective frame drum (cabin) full stainless. The front part of the framework 

consists of sliding door system with all necessary security measures. The door 

lock during operation of the drum, the machine does not work unless the slopes of 

the protective door of frame. On the back there is also the curved sliding door for 

access to the Drums from the back side. On the curved side there are also 2 

sliding lids (right-left) for access to the bearings to lubricate the possibility.

•Switchboard with all the necessary electrical equipment, automation and security 

system, as well as with inverter for speed control and smooth starting and 

stopping the rotary motion of the drum.
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